- Plug and Play-ready to weigh

- SMPS

- Dual Range

- Sandwich type of platform

L‘;J - Compact and in-built battery
! pack (opfional)

" L
o Now availoble In
< -~ p Flame Proof version aiso |
— - -
, Optional paraliel
disploy also avoilable!

The most reliable scale

We call it ..... MINICAT

Our customers call it “The Accurate” scale

METTLER 7 TOLEDO




METTLER TOLEDO MINICAT

WOwW..................I love my Minicat

Durable Ni-MH Batteries bl
« Longest battery life in its class n _m[mm 'scoles and
o Egsy fo charge-no need fo remove vice*- Haldiram Foods
bﬂﬂwfefchurging

",, readability facility in Minicat
:m?;smi Ao Aok G ‘scales. ....gives befter accuracy. The
: ' Jbe.ﬂmy facility is very much useful here
since power supply must not be used in the
coffen godown” - Amravathy Spinning
Mills, Coimbatore

“Weighment readings are precise and
accurate in Minicat scales” - MIA Test Lab
& Research Centre, Nagpur

‘We have never faced a problem affer the
purchase of Minicaf scales” - Dabur India
Ltd., Baddi

*Minicat scale is installed in our packing
plant for cross checking of weighf of
packed cement bags... and '
satisfactorily” - Gujarat Ambuja Cements
Lid, Darla Ghat

~ In-Bui SMPS and Baftery Pac |

Swifch Mode Power Supply (SMPS)
ensures betfter performance than
transformer based system even under
rapid voltage fluctuations

Other Features

o 5 digit, 13mm bright red LED display
Error-free reading and fewer operator
errors

o Operating temperatures: -10°C to +
40°C

Rugged elecfronics can fake temperature The platform is tough and material used is
variations of high stondard. The repeatabilify of
Minicat scale and Corner Loadgsumvis

e Low battery voltage indication prevents
sudden power-out condition

o Automatic power-off saves power

excellent - mmam

Options

e Flame proof enclosure*  New:
e Parallel display . New!

e SS304 envelope

e Wall mounting facility

‘Model No, | Copacity (Kg.) | Readabili Platform size (mm) | | Model No. | Capacity (Kg.) | Readability (g) | Platform size (mm)
MIC(T)-A6 6 1 240 x 300 MIC-BC60 60 10 500 x 650
MIC(T)-A15 15 2 240 x 300 MIC-BC100 100 10 500 x 650
MIC(T)-BB30 30 5 300 x 400 MIC-BC1560 150 20 500 x 650
MIC-BB60O 60 10 300 x 400 MIC-BC200 200 20 500 x 650
MIC-B60O 60 10 400 x 500 MIC-BC300 300 50 500 x 650
MIC-B100 100 10 400 x 500 MIC-CC60 60 10 600 x 800
MIC-B150 150 20 400 x 500 MIC-CC100 100 10 600 x 800
MIC-C60 60 10 500 X 500 MIC-CC150 150 20 600 x 800
MIC-C100 100 10 500 X 500 MIC-CC200 200 20 600 x 800
MIC-C150 150 20 500 X 500 MIC-CC300 300 50 600 x 800
MIC-C200 200 20 500 X 500 MIC-CC600 600 100 600 x 800

Flame -proof scales are availaable in capacity from 30kg-600kg
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